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SECTION VIEW
40mm Stem 800mm Tall

road surface

Flower Cycle Wands
40mm Stem Diameter

Figure 02
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SuperTulip Product Data Sheet
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*Based on GB 2406268.9

All measurements are approximate and subject to manufacturing tolerances Rev: E

Front / Side View Section View (Flexibility Demonstration)

Overall Dimensions
Height: 800mm / 900mm / 1000mm, Width: 240mm, Depth: 160mm
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SECTION A-A

 25 
HDPE Tube

 20 
Polycarbonate Tube

DETAIL 1
SCALE 1 : 2

1mm security wire here to restrict 
the ability to pull out the stem Tighter and stronger bungee

Caps inserted here to protect fixings 
from debris

Steel plate overmoulded into 
the base rubber component

New design of inserts for the 
end of the stems

DETAIL 2
SCALE 1 : 2

Curve in the corner here helps increase 
the duribility of the tulip heads.

55% Recycled HDPE + EVOH Material used, 
to improve the head's ability to spring back 
to it's original form after compression

Notes:

All dimensions in mm and degrees
Red dimensions are critical

Quantity - 

Material -

Finish - 

All weld spatter to be removed.
All tool marks to be removed.
All burrs and sharp edges to be removed.
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Components

Logistics*

Construction
Petal head

Petal head

Available in 10 colours

To be supplied by contractor

Recycled LDPE

Glass-filled nylon

Glass-filled nylon

Outer retroreflective sticker 
on recycled rubber

Rawl R923KF 100mmxM12

Galvanised steel

Outer retroreflective wrap on 
HDPE tubing

Stem

Carriage

Insert

Base

Resin anchor socket

Base plate

Recycled LDPE
HDPE tubing
Glass-filled nylon
Glass-filled nylon
Recycled rubber

*Retroreflective stickers are applied onto the stem and base

*Fixing guide available upon request

**Fully assembled

Galvanised steel

Weight (1 Tulip**): 3kg

Carriage
Insert
Base*
Base plate

Stem*

Packaging: Supplied in 2 parts – pre-assembled upper and base units
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